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Notice and Warning

DO NOT use recycled or 

low-qualityBBs to avoid clogging

and damage to barrel.

DO NOT use high-pressure 

(kg-rated) gas tanks to avoid

damage to gun parts.

14KG

NEVER aim guns at people. DO NOT shoot small animals.

DO NOT look into barrels. ALWAYS make sure safety is ON

when not using guns.

ALWAYS carry guns in cases

to avoid risky open carry.

Never disassemble or modify

the airsoft gun it may cause 

the trouble and dangerous.
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Component name

INSTRUCTION MANUAL

GBB
GAS/CO2 HOP-UP

ADJUSTABLE 1:1
SCALE STEEL PARTS

Charging Handle

Trigger
Sling Swivel

Stock Release

Butt Stock

Fire Selector

Magazine
Hop Up Adjustment

Disassembly Lever

Flash Hider

Magazine Release

Weight(without mag) 1.3 KG

370 mm

590 mm

150 mm

6.03 mm

22 rds

BLACK 

6 mm BB

Length (Retracted)

Length (Extended)

Inner Barrel Length

Inner Barrel Diameter 

Magazine Capacity

Major Color

Caliber

Velocity (2 models)

20~25°C   68~77°FOperating Temperature

(90-100 m/s)295-330 fps

(80-95 m/s)260-310 fps
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